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MEASURF,MENT OF HEMISPHERICAL TOTAL EMITTANCE AND NORMAL SOLAR ABSORPTANCE 

OF SELECTED MATERIALS I N  THE TEMPERATURE RANGE 280' TO 600' K 

by Henry B. Curtis* --. 
Lewis Research Center /' 

National Aeronautics and Space Administration 
Cleveland, Ohio 

I w A steady-state heat-balance method i s  used i n  making measurements of 

thermal-radiation parameters. The hemispherical t o t a l  emittance and 

normal so l a r  absorptance are measured i n  the temperature range 280° 

t o  600' K .  Results a r e  given f o r  the following surfaces which a r e  applied 

t o  an aluminum substrate:  four plasma-sprayed ceramics, zirconium s i l i -  

ca te ,  strontium t i t a n a t e ,  calcium t i t ana te ,  and barium titanate; two 

ceramics applied by the Rokide Process, Rodide MA and Rokide ZS; anodized 

aluminum, p la in  and electrophoretically blackened; t w  

coatings; and T i l e  Coat paint .  

i 

INTRODUCTION 

The temperature control  of space systems is primarily dependent on 

the thermal-radiation parameters o f  the materials used on the vehicle 

surface viewing the  space environment. 

ters are hemispherical t o t a l  emittance and normal so l a r  absorptance, 

(hereinaf ter  referred t o  as emittance and absorptance). 

importance of these parameters depends on the  temperature l e v e l  and the 

environment of t he  space system. 

with a required heat-rejection rate and given temperature l e v e l  i s  

primarily dependent on the emittance. 

The important radiat ion parame- 

The r e l a t i v e  

For example, t h e  s ize  of a rad ia tor  

The absorptance i s  of importance 

*Physic is  t . 



I 

2 

t o  any space system of moderate temperature (under 600' K )  w i t h  a view of 

the  sun. The choice of materials f o r  a space system is a l s o  governed by 

the  overa l l  space environment, t he  desired temperature range, and the 

expected usefu l  l i f e  of the space system. 

This paper describes measurements o f  emittance, absorptance, and 

their r a t i o  f o r  a var ie ty  of applicable materials.  

covered by the  measurements is  280' t o  600' K.  

of such materials as plasma-sprayed ceramics, painted coatings and 

composite coatings consis t ing of t h i n  layers of vapor deposited compounds 

were measured. The ult imate uses o f  such materials include low tempera- 

ture rad ia tors  (under 600° K )  and temperature control  surfaces of space- 

c r a f t  . 

The temperature range 

The rad ia t ion  parameters 

Measurements were made on an apparatus designed and b u i l t  a t  the 

Lewis Research Center. 

apparatus and methods used i n  making these measurements. 

descr ipt ion is  given i n  reference 1. 

d i f f e ren t  materials together w i t h  descriptions of the mater ia ls .  

This paper gives a br ie f  descr ipt ion of the 

A more complete 

Results a r e  given f o r  several  

MEASURING TECHNIQUE 

A s teady-state  heat-balance method is  used i n  measuring the  rad ia t ion  

parameters. 

i so l a t ed  i n  such a manner that the  only form of heat t ransfer  out of t he  

specimen i s  accomplished by radiat ion,  that is, &he tes t  surface radiates 

t o  a cold sink of known temperature. With a tes t  specimen of known area,  

t he  specimen temperature and power required t o  maintain that temperature 

constant  are measured. 

by means of the  Stefan-Boltzmann Law. 

A t es t  specimen is placed in  a control led environment and 

With this data, t he  emittance can be calculated 
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The absorptance i s  determined i n  a two-stage measurement. The power 

required t o  maintain the  specimen a t  t h e  same temperature is measured under 

two conditions; f irst ,  with and, then, without simulated so la r  energy inc i -  

dent normally on the  specimen. The difference i n  the two power measurements 

i s  the  r a t e  a t  which so lar  energy i s  being absorbed. 

dent so la r  f l ux  the absorptance i s  calculated.  

By knowing the  inc i -  

DESCRIPTION OF APPARATUS 

A cutaway view of the  t e s t  specimen assembly and heat  sh i e ld  is  shown 

i n  f igure  1. 

aluminum with the t e s t  surface applied or  bonded t o  one side.  

p l a t e  with r e s i s t i v e  heating is  attached t o  the  other s ide  of the  sub- 

s t r a t e .  

covers t he  back and edges of the heater p l a t e  and the specimen. The heat  

sh i e ld  and the heater  p l a t e  are controlled t o  the same temperature with 

two s imi la r  automatic temperature cont ro l le rs .  This assures that there  i s  

no heat l o s s  by rad ia t ion  from the back and edges of the  tes t  specimen 

assembly. 

a r e  routed such that only a negligible amount of power is  l o s t .  

couple i s  placed d i r e c t l y  on the  specimen substrate  f o r  temperature meas- 

urement of the tes t  specimen. 

vacuum grease i s  spread between the  header p l a t e  and the specimen substrate ,  

the  thermal conduction across the  interface i s  g rea t ly  increased. 

verse e f f e c t s  on rad ia t ion  parameters due t o  contamination by the  grease have 

been observed. 

The tes t  specimen consists of a 1-inch square subs t ra te  of 

A heater  

The tes t  specimen assembly i s  placed i n  a heat shield,  which 

The power and thermocouple leads from the tes t  specimen assembly 

A thermo- 

It has been found t h a t  if a t h i n  layer  of 

No ad- 
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The specimen assembly and the heat sh ie ld  a r e  placed in  a t e s t  chamber 

evacuated t o  approximately t o r r .  A schematic of the t e s t  chamber i s  

given in  figure 2 .  

assembly and the heat shield mounted from one end flange. 

i s  placed on the opposite end of the chamber t o  admit simulated solar  rad i -  

a t ion  when needed. A hollow sleeve w i t h  blackened w a l l s  i s  b u i l t  in to  the 

chamber, and l iqu id  nitrogen is  circulated through it t o  obtain a known low 

temperature sink. 

t e s t  surface is  occupied by the cold sink. 

The chamber i s  a hollow cylinder w i t h  the t e s t  specimen 

A quartz window 

About 99 percent of the t o t a l  so l id  angle viewed by the 

The solar  simulator fo r  the absorptance t e s t s  u t i l i z e s  a carbon a rc  

lamp a s  an energy source. 

beam with a f lux  density equal t o  that of so la r  radiat ion outside the 

atmosphere of the ear th  (0.14 w/cm2*2$). 

is  maintained within the indicated l i m i t s  by an automatic control ler ,  which 

continuously posit ions a pa i r  of condensing lenses i n  the simulakor. 

normalized spec t ra l  d i s t r ibu t ion  of the irradiance of the simulator has been 

measured, and the best  known value i s  plot ted i n  f igure 3. Due t o  d i f f i -  

c u l t i e s  i n  measuring such spec t ra l  dis t r ibut ions,  some er ror  could be 

present i n  t h i s  curve. For comparison, the Johnson curve is a l so  plot ted 

inf igure 3. 

outside the atmosphere of the ear th .2  

l e n t  t o  one so la r  constant (0.14 w/crn'). 

so la r  simulator is  given i n  reference 3. 

The output of the simalator is a collimated 

The irradiance i n  the t e s t  plane 

The 

The Johnson curve i s  the spec t r a l  d i s t r ibu t ion  of solar  energy 

The area under each curve i s  equiva- 

A complete discussion of a s imilar  

The t o t a l  output of the s imula tor  i s  cal ibrated t o  one so la r  constant 

by two d i f f e ren t  methods. 

the second uses a blackbody absorptance reference.  

One method uses a narrow angle pyrheliometer, and 

The absorptance r e fe r -  
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ence i s  a surface of notches formed by stacking razor blades s ide  by s ide 

i n  a manner similar t o  that described i n  reference 4. The absorptance of 

the reference has been computed t o  be greater than 0.99 with the assumption 

of specular re f lec t ion .  Tests have shown that the absorptance i s  indepenc 

dent of the incl inat ion from the normal of the reference surface up t o  an 

angle of 30'. The incl inat ion angle i s  generated by ro ta t ing  the reference 

about an axis  p a r a l l e l  t o  the razor blade edges. The two methods of Cali- 

brat ion agree t o  within 2 percent. 

An accuracy of +5 percent1 f o r  the emittance i s  estimated with temper- 

a ture  measurement and power losses  as the main sources of e r ro r .  The in- 

accuracy t n  absorptance can be a t t r ibu ted  t o  two basic sources of e r ro r .  

The f irst  is  associated with temperature control  and power measurement, 

and i s  estimated t o  be +-5 percent. The second source of e r ror  is  due t o  the  

so la r  simulator. This is  caused by day-to-day s h i f t s  i n  the cal ibrat ion 

and the spec t ra l  mismatch between the Johnson curve and the spec t ra l  dis-  

t r i bu t ion  of the simulator. An example of the l a t t e r  form of e r ror  would 

occur when the spec t ra l  absorptance of a specimen was high in  a wavelength 

h a d  where the simulator had an excess of output energy. I n  t h i s  case, 

more energy would be absorbed i n  the t e s t  than under a t rue  so la r  source. 

This leads t o  an e r ror  i n  the  measured absorptance. This Cype of e r ro r  

occurs i n  the absorptance measurement of Ti le  Coat paint  reported i n  t h i s  

paper. 

RESULTS 

Ceramic Coatings 

Measurements of emittance and absorptance have been made on several  

ceramic coatings applied t o  aluminum substrates .  These coatings a r e  being 
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investigated for possible use on radiators in both low and high temperature 

ranges. Measurements were made on various thicknesses of six different 

materials. 

the six different ceramics. 

Figures 4 to 9 show emittance as a function of temperature for 

Table I gives the emittance at 500' K f o r  each 

specimen. 

calcium titanate, Rokide MA, Rokide ZS, strontium titanate, and zirconium 

The ceramic coatings that were measured are barium titanate, 

silicate. On each graph, the coating mass per unit area and the approxi- 

mate thickness are given for each specimen. 

mined by weighing the specimen before and after application of the coating. 

The coating mass was deter- 

The approximate thickness is presented only to give an indication of the 

coating thickness. The error in these measurements is estimated at 

k0.02 millimeter. It is seen that there is little temperature dependence 

of emittance in the temperature region studied; however, there is an in- 

crease in emittance as coating mass increases. 

ure 10, in which emittance at 500' K is plotted against coating mass. 

For any of these specific coatings, increasing the coating mass up to 

This can be seen in fig- 

approximately 15 milligrams per centimeter squared increases the emittance 

of the coating. Beyond 15 milligrams per centimeter squared, there is 

little further change in emittance. 

with those published in reference 5 show a general agreement in the over- 

Comparison of the emittance values 

lapping temperature region. 

The absorptance data of each specimen is given in Table I. In 

general the absorptance is constant with temperature over the measured 

range 400' to 600' K. 

in absorptance during the first heating to 600' K. 

Some of the coatings, however, showed a marked drop 

After the initial 

heating, these specimens exhibited no further change in absorptance. This 
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change is  always a drop i n  absorptance, never an increase.  The decrease is  

approximately 0.10 and is  noticed i n  the barium and calcium t i t a n a t e s .  

It is suspected that impurit ies i n  the  coatings, such as water vapor, a r e  

the  reason for  the  high i n i t i a l  absorptances. During the  first heating 

cycle, these impurities a r e  released, and the  absorptance values drop. 

The f i n a l  s t ab i l i zed  absorptance values a r e  those given i n  Table I. A l l  

the  ceramic coatings had a matted texture f i n i s h  and were grey i n  color .  

The calcium t i t a n a t e  had a red t i n t  which disappeared during t e s t ing .  A 

f e w  specimens acquired dark specks during t e s t ing .  

Anodized Aluminum 

Measurements of emittance and absorptance were made on four anodized 

aluminum specimens. Two of the specimens had a layer  of carbon e lec t ro-  

phoret ical ly  deposited i n t o  the pores of the  anodized aluminum. Two other 

anodized specimens were l e f t  p la in .  

coating is  t o  obtain a lightweight, high emittance coating. It was desired 

The purpose of t he  carbon black 

t o  determine the  increase i n  emittance caused by adding the carbon layer  

t o  the  anodized aluminum specimens. 

rm- lrle a2aa:x-m speciyens were anodized i n  a su l fu r i c  ac id  e lec t ro ly te  

t o  a thickness of 1 m i l .  To apply the black coating, the  anodized specimens 

were placed i n  an anionic co l lo ida l  dispersion of carbon black i n  water. 

The carbon w a s  then electrophoret ical ly  deposited in to  the  pores of the 

anodized aluminum. The deposition conditions were 30 vo l t s  dc f o r  1 ;to 2 

minutes. The carbon black was then sealed i n  boi l ing water. Further 

details  on the coating processes may be found i n  reference 6 .  

The emittance measurements were made i n  the  temperature range 300' 

t o  600' K .  Emittance aga ins t  temperature p lo ts  f o r  the  two plain anodized 
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specimens a re  given i n  f igure 11. 

appearance than specimen 2 .  This could account for  the difference i n  

emittance between the two. The emittance data f o r  the two blackened 

specimens is  given in  f igure 1 2 .  

appearance and were black i n  color.  

Specimen 1 i n  f igure 1 1 w a s  dul ler  i n  

These two specimens were s imilar  i n  

The addition of the carbon layer has a def in i te  e f f ec t  on emittance. 

The two plain specimens both exhibit  decreasing emittance with increasing 

temperature, while the black specimens have increasing emittance w i t h  

increasing temperature. 

blackened specimens a t  600° K is  on the order of 25  percent with the black 

specimens around emittance of 0.95. 

specimens is presented i n  Table 11. 

over the measured temperature range. 

occurs because of the addi t ion of the carbon layer.  

T i le  Coat Paint 

The difference i n  emittance between p la in  and 

A summary of data fo r  the anodized 

The absorptance values were constant 

A large increase i n  absorptance 

Measurements of emittance and absorptance have been made on aluminum 

Measurements substrates  coated with Ti le  C o a t ,  a white epoxy-based paint .  

were made on two specimens around 320' K. 

s t r a t e s  i n  two d i f fe ren t  methods. 

pa in t .  

the subs t ra te .  

was sprayed on the other substrate  resul t ing i n  a whiter coating. 

thickness of the paint coatings were both about 0.2 mill imeter.  

the two specimens is  given i n  Table 11. 

The paint was applied t o  the sub- 

The first substrate  was dipped in to  the 

Any excess paint on the substrate was then drained off by t i l t i n g  

The paint  

The 

This method resul ted in a smooth even coating. 

The data for 

The emittance i s  consistent and agrees with previous r e s u l t s  published 

i n  reference 7 .  From Table I1 it i s  seen t h a t  the method of application 
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af fec ts  the. absorptance values.  

absorptance that was 11 percent lower than the dzpped coating. 

The absorptance data reported herein i s  much higher than that i n  reference 7 

(absorptance a = 0.20). 

The sprayed coating had an 
l -  

Par t  of t h i s  difference can be a t t r i b u t e d  t o  

I _  

spec t r a l  mismatch between the  so la r  simulator used i n  the  measurements 

reported herein and the  Johnson Curve. 

An attempt w a s  made t o  estimate the e r r o r  i n  absorptance readings due 

t o  t h i s  spec t r a l  mismatch. An analysis using the spec t r a l  absorptance of 

T i l e  C o a t  pa in t  given i n  reference 7 and the  spec t r a l  d i s t r ibu t ion  of the  

so l a r  simulator given i n  f igure  3 indicates  that the  absorptance readings 

reported herein are 15 percent high. This e r ro r  would apply only t o  a 

coating with the spec t r a l  absorptance of reference 7 .  This type of spec t r a l  

absorptance (highly absorbing i n  the u l t rav io le t ,  a sharp edge a t  about 

0.4 microns, and a low absorptance through the  v i s i b l e  and near in f ra red)  

is t y p i c a l  of white pa in t  pigments. 

Multiple Layer Coatings 

A series of measurements of absorptance and emittance i n  the  tempera- 

t u r e  range 300’ t o  415’ K was made on a proposed coating f o r  a micro- 

meteoroid sa te l l i t e .  

coating with a desired absorptance t o  emittance r a t i o .  

.Tine purpose ul” tiiese iiieasureiiients x i s  t o  se lec t  8 

The coating con- 

s i s t e d  of four layers  of material. Figure 13 shows a cross sect ion of the 

coating. The base w a s  0.25-millimeter s t a i n l e s s  s t e e l  with 12 microns of 

Mylar cemented t o  it. Vapor-deposited coatings of aluminum and s i l i c o n  

monoxide of various thicknesses were applied over the Mylar f o r  thermal 

cont ro l  purposes. The s i l i c o n  monoxide layer  w a s  the  outer surface of the 

coat ing.  Table I11 shows emittance, absorptance, and the  absorptance t o  

emittance r a t i o  for specimens with various thicknesses of aluminum and 
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s i l i con  monoxide. The s i l i c o n  monoxide coating is  the  most important i n  

determining the rad ia t ion  parameters of the surface.  Increasing thicknesses 

of s i l i c o n  monoxide cause increasing emittance and decreasing absorptance 

t o  emittance r a t i o s .  The absorptance does not change much or show any 

t rend with aluminum o r  s i l i c o n  monoxide thicknesses.  A l l  data were con- 

s i s t e n t  over the narrow temperature range, and no temperature dependence 

could be noted. Further work on the dependence of emittance on s i l i c o n  

monoxide thickness may be found i n  reference 8 .  

CONCLUDING REMARKS 

The apparatus is capable of making measurements of the  rad ia t ion  

parameter of a wide var ie ty  of materials. 

emittance measurements a r e  repeatable t o  within k l ~  percent, while the 

absorptance values repeat t o  within k 5  percent. 

For a given specimen, the 

1 

I n  general, where 

comparisons a r e  avai lable ,  the measured emittance data agree with published 

r e s u l t s .  There i s  a la rge  difference,  however between measured and 

published absorptance data for T i l e  Coat paint,  which is the  only 

absorptance data comparison made. This seems t o  indicate  t h a t  i f  any 

i r radiance of the so l a r  simulator or with appl icat ion and handling 

techniques. It can be concluded that there i s  a thickness of ceramic 

coating beyond which addi t iona l  application of ceramic has l i t t l e  e f f e c t  

on emittance. Similarly,  emittance values over a large range can be 

achieved with proper select ion of thicknesses of t h e  vapor-deposited 

layers  f o r  the multiple layer  coating. 
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Substance 

Barium t i t a n a t e  

Calcium t i t a n a t e  

Rokide MA 

Rokide ZS 

Strontium t i t a n a t e  

Zirconium s i l i c a t e  

TABLE I. - EMITTANCE AND ABSORPTANCE 

Mass/unit area,  
( mg/cm2 1 

5.9 
1 7  
49 

7 

E m i t -  Absorp- 
tance," tance, b 

( 4  (4 
0.75 0.65 

.82 .61  

.87 .74 

CERAMIC COATINGS 

6.2 
11.3 
23 

2 .3  
6 .0  

0.75 0.72 
.82 .70 
.88 .7D 

0.55 0.55 
. 7 1  .58 

31 

6.5 
32 

le 
28 
40 

8.3 
9.5 

29 

.82 .41  

0.79 0.54 
.89 .45 

0.81 0.73 
.82 .76 
.83 .64 

0.83 0.46 
.83 .38 

, .86 .37 

a 

f: 
A t  500' K. 

Measurement a t  400" t o  62121" K. 
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Silicon 
monoxide 

1 0.6 0.16 
1 . 2  .46 
0 .06 

.6 .15 
1.1 .26 

.7 .15 

TABLE 11. - EMITTANCE AND ABSORPTANCE FOR 

ANODIZED ALUMINUM AND TILE COAT PAINT 

Coating 

Anodized 
plain 1 

Anodized 
p la in  2 

Anodized 
blackened 1 

Anodized 
blackened 2 

Dipped T i l e  
Coat 

Sprayed T i l e  
Coat 

Value 

0.83 

0.71 

0.94 

0.97 

0.89 

0.89 

Measur e d 
tempera- 

ture 

500' K 

500' K 

500' K 

500° K 

320' K 

320' K 

Absorptance, 
( 4  

Value 

0.57 

0.48 

0.97 

0.97 

0.38 

0.34 

TABLE 111. - CHARACTERISTICS OF 

MULTIPLE LAYEX COATINGS 

Thickness of' E m i t -  
coating, 
micron 

Aluminum 

1.0 
1.0 
1.0 
a1.0 

.1 
b .1 

Tempera - 
t u r e  

range 

400' t o  
600' K 

400° t o  
600° K 

400' to 
600' K 

400' to 
600° K 

' 320' X 

'320' K 

tanc e, 
(d 

0.19 
.15 

.18 

.13 

.13 

1.2 
.33 

1.2 
.50 
.86 

al micron of s i l i c o n  monoxide replaces 1 2  microns of 

b6 microns of Mylar replaces 12 microns of Mylar. 
Mylar. 
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Figure  2 .  - Schematic of  t e s t  chamber 
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Figure 3. - Normalized s p e c t r a l  distribution of s o l a r  simulator irradiance. 
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Figure 4. - Emittance as a function of temperature (barium titanate). 
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Figure 5. - Emittance as a function of temperature (calcium titanate). 
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Figure 8. - Emittance as a function of temperature (strontium titanate). 
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Figure 5. - Emittance as a function of temperature (zirconium silicate). 
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Figure 11. - Emittance as a function of temperature (plain 
anodized aluminum). 
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Figure 12. - Emittance as a function of temperature (blackened 
anodized aluminum). 
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Figure  13. - Cross s e c t i o n  of m u l t i p l e  l a y e r  
c o a t i n g  wi th  vapor-deposi ted aluminum and 
s i l i c o n  monoxide. 
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